
 

Manual induction stove 

 

1.Max. 1400 W zone 

2.Max. 1800 W zone 

3.Max. 1400 W zone 

4.Max. 1800 W zone. 

5.Glass plate 

6.Control panel 

7.ON/OFF button 

 

 

 

 

 

1.Choice buttons induction cooking zones 

2.Power/timer button 

3.Lock button 

4.ON/OFF button 

5.Timer button 

 

 

 

 

Starting to cook 

Push the button ON/OFF for about 3 seconds. After you turned on the cooking plate the buzzer will ring once and „ – „ or 

„– –„ will appear at the choice buttons of the cooking zones, which means the cooking plate is now on stand-by. 

 

Place a suited* pan on the cooking zone that you would like to use. Make sure that the bottom of the pan and the 

cooking zone is dry and clean.  

 

Touch the select button of the desired cooking zone and the indicator next to the button will start to blink. 

Choose the heat settings by pressing the -/+ buttons. If you do not choose a heat setting within 1 minute the cooking 

zone will turn itself off. You need to start with step 1 again. You can choose the heat setting at all time during cooking. 

 

*On the pan needs to be given that it is suitable for induction, are you not sure about that than you cannot 

use the pan on this induction stove.  

 

When the description of the cooking zone blinks with the signal below you:  

 

- Did not place the pan in the right way on the cooking zone or, 

- The pan you are using is not suitable for induction or, 

- The pan is too small or not correctly centred on the cooking zone.  

 

 

 

 

  



 

When you are finishing cooking 

Touch the select button of the cooking zone that you want to turn off. Turn of the cooking zone by pressing the „ – „ 

button or by pressing the +/- buttons at the same time. Turn of the whole induction stove by pressing the ON/OFF 

button.  

 

Be aware of hot surfaces, „H“ shows which cooking zone is to hot to touch. This „H“ will disappear as soon 

as the cooking zone is cooled down to a save temperature. This temperature can also be used as the 

energy saving function.  

 

Service lock (child safety lock) 

You can also lock the service of the induction stove to prevent unintentional use. When the service is locked all buttons, 

except the ON/OFF button, turned off.  

 

Lock: Touch the lock button. The timer indicator will show „Lo“. 

Unlock: Touch the lock button and keep it pressed for a moment. 

 

Use of the timer 

Touch the select button of the cooking zone for which you want to use the timer (for example cooking zone 3). Touch 

the timer button. The timer function will start to blink and „10“ will appear in the timer display. 

 

Set the time by use of the +/- buttons of the timer function. Note: when you touch the +/- buttons of the timer function 

once the time will change with 1 minute. When you touch the +/- buttons of the timer function and keep it pressed the 

timer function will change with 10 minutes up or down.  

 

Touch the +/- buttons at the same time and the timer will be turned off. In the minutes description „00“ appears. When 

you entered the time the timer will immediately start the count off. The screen will show the remaining time and the 

timer indication will blink during 5 seconds. Remark: the red dot next to the indication of the heat setting will light up to 

show that the cooking zone is selected.  

 

If the cooking time is finished the selected cooking zone will automatically be turned off.  

Heat selection Appropriate for 

1-2 Carefully heating of small quantity of food. 

Melt chocolate or butter; heat food that easily burns. 

Low simmer. 

Slow heating.  

3-4 Heating. 

Quicker simmer. 

Cook rice.  

5-6 Pancakes. 

7-8 Brown, bake or roast. 

Cook pasta. 

9 Stir frying. 

Sear. 

Boil soup. 

Boil water.  

 

Maintenance and cleaning 

When the induction stove is hot and food has boiled over, be sure that you first turn of the induction stove. After that 

you can clean the stove with a wet towel (hot water), not with a sharp object or scourers.  

 


